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For material  specifications and 

requirements, see Special Provisions.

For finger plate thickness and 

dimension "B", see Sheet no.

13 of 13.

For details of drainage trough, see 

Standand No. BR-SS(7.02)-79-64.

6. 

Notes:

Finger joint to be fabricated, assembled and

shipped to the job site fully assembled.

The fully assembled joint shall  be installed,

bolted and welded into its final  position.

During concrete deck placement:

’’CONCRETE MUST APPEAR AT THE TOP

OF THE FINGER PLATE INDICATING THAT

CONCRETE HAS FILLED THE VOID AREA’’.
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þÿ�R�o�a�d�w�a�y� �a�n�g�l�e� 

4’’ leg horizontal

þÿ���’�’� � � �x� �8�’�

þÿ�@� �9�’�’�,� �s�t�a

þÿ�2�

Top flange of

Concrete end 

diaphragm at

abutment

þÿ�S�c�a�l�e�:� ���’

SECTION A-A

Finger plate

þÿ���’�’� �

þÿ���’�’� � �

nut

þÿ�R�o�a�d�w�a�y� �a�n�g�l�e� 

4’’ leg horizontal (typ.)

þÿ���’�’� � �

stud

L of bearingc

þÿ���’�’� � � �t�h�r�e�a�d�e�d� �r

threads (one at each girder).

þÿ  �’�’�

support

finger

plate

þÿ�1���’�’� �x� ��

strap anchors @ 9’’ c/c

stagger with

þÿ���’�’� � � �x� �8�’�’� �s

þÿ���’�’� � � �x� �8�’�’

@ 9’’ c/c

**

**

"B"

þÿ�8�’�’�m�i�n�.
steel  stringer

TYPICAL SECTION AT STRINGERS

1’’   ASTM Type 304 A stainless

steel hex. head bolt with 

stainless steel  lock washer (typ.)

*

* For gusset plate details see

sheet 4.

 

This portion of backwall to be

placed after the adjacent deck

concrete has been placed.

Typ.

2 ASTM A 325 

hex. nuts

Tack weld 

after tightening Bolt length

shall  allow

þÿ�a� �m�i�n�.

exposure

after

tightening

1’-9’’ min.

Joint angle 

8’’ x 8’’ x 1’’ (typ.)

4’’ thick foam 

seal full  length 

(shown hatched) 

tight to bottom 

of finger plates.

þÿ���’�’� � � � �V�e�n�t� �h�o�l�e�s

close to vertical leg as possible) 

(typ.). Contractor and Engineer 

shall verify during deck and 

backwall placement, that all 

vent holes are filled with 

concrete that has been forced 

from under the angles.
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FINGER JOINT DETAILS (42’’ F-SHAPE PARAPET)

FOR BRIDGES WITH STEEL STRINGERS

WITH SKEW ANGLES BETWEEN 50^ AND 90^

13BR-SS(7.18)-04-321B
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